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SINGLE GPR 120V

29.3" x 19.0" x 9.3"

(74.4cm x 48.3cm x 23.6cm)

Servers and airpots sold separately

Each 1.5GPR portable server (included) has a Safety-Fresh® 
brew-through lid with vapor seal and spill protection

Adjustable bypass ensures perfect coffee regardless of batch size

Brews 1/2, 1 or 1 1/2gal (1.9, 3.8 or 5.7L) batches

Agency:

Specifications Additional Features
 23050.0007Product #:  UpperFaucet:

 PlumbedWater Access:

 CabledInterface:

 StainlessFinish:

 Stainless SteelFunnel:

  Electrical & Capacity
Volts Amps Watts Cord 

Attached Plug Type 8oz cups/hr     
236ml cups/hr

Input H²O      
Temp. Phase # Wires 

plus Ground Hertz

120 17.8 2100 Yes NEMA 5-15P 85 60°F (15.5°C) 1 2 60

Plumbing Requirements CAD Drawings
PSI kPa Fitting Supplied Water Flow Required (GPM)

20-90 138-621 1/4" Male Flare Fitting -

2D Revit KLC

•   
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Unit Shipping

Width Height Depth Width Height Depth Weight Volume

English 9.3 in. 29.3 in. 19.0 in. - - - 56.657 lbs 6.450 ft³

Metric 23.6 cm 74.4 cm 48.3 cm - - - 25.700 kgs 0.183 m³






